




SPECIAL APPLICATION GAUGES
DIFFERENTIAL GAUGES­SERIES DG­1*
Measures the difference between two independent
pressure sources.
FEATURES:
Brass Sockets­Phosphor Bronze Tubes.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Slotted Adjustable Pointer
Connection 1/4" and 1/2"

Available Dial Sizes      Case Styles
41/2" Bottom Conn. B

6"  Bottom Conn. B
* See pertinent data in available Range Table on page 9.

DUPLEX GAUGES ­ SERIES TP­1
Measures two related pressures on the same dial.
Top pointer is orange and the bottom pointer is
black.
FEATURES:
Brass Sockets­Phosphor Bronze Tubes.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Pointer­Black Aluminum, Micrometer Adjustable
Connection 1/4" and 1/2" 

Available Dial Sizes      Case Styles

41/2" Bottom Conn. B

BELLOWS GAUGES­SERIES BG­1**
Sensitive bellows element for accurate measure­
ment of pressures below 15 psi.
FEATURES: 
Brass Socket­Phosphor Bronze Bellows.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Slotted Adjustable Pointer
Connection 1/4" and 1/2"

Available Dial Sizes      Case Styles

41/2" Bottom Conn. E

** Also available with 316 S.S. bellows and socket, Series BG­2.
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Shown with B Case

Shown with B Case

Shown with E Case 



ALTITUDE GAUGES­SERIES AG­1
Reads in both altitude and psi to indicate height of
water in tanks (red set pointer provided).
FEATURES: 
Brass Socket­Phosphor Bronze Tube.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Slotted Adjustable Pointer
Connection 1/4" and 1/2"

Available Dial Sizes  Case Styles
41/2"Bottom Conn. B, N

REFRIGERATION GAUGES­SERIES RG­1
Reads in both psi and corresponding refrigerant
temperature. For R12, R22 and R502
FEATURES: 
Brass Socket­Phosphor Bronze Tube.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Slotted Adjustable Pointer
Connection 1/4" and 1/2"

Available Dial Sizes      Case Styles

41/2" Bottom Conn. B, N

AMMONIA GAUGES­SERIES MG­2
Reads in both psi and corresponding ammonia
temperature.
FEATURES: 
Stainless Steel Socket and Tube.
1.0% Accuracy ASME B40.1 Grade 1A
White Aluminum Dial with Black Markings
Slotted Adjustable Pointer
Connection 1/4" and 1/2"

Available Dial Sizes      Case Styles

41/2" Bottom Conn. B, N
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Shown with N Case

Shown with B Case

Shown with B Case
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*
between two separate pressure sources. Dial with "O"

i i

*Not available in BG­2

STANDARD RANGES

UG­1
UG­2
PG­1

AG­1

BG­1

RG­1

DG­1

Differential Pressure Gauges measure the difference

at the top center indicates the amount one pressure source
s h gher than the other. Dial with "O" at the left side in­
dicates the Differential between high and low pressure.

Temperature Scale R12, R22,R502
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STYLE N ­

STYLE E ­

STYLE F ­

STYLE B

CASE DIMENSIONS

Black Aluminum Case & Twist Ring
No Flange

For Wall, Panel or Direct Mounting 

Black Aluminum with Hinged Ring
Front Flange

X ­ Panel Hole cut­out diameter.

­ Black Aluminum Case & Twist Ring
Back Flange



DIAPHRAGM SEALS

The Weiss line of Diaphragm Seals, in conjunction with Weiss pressure indicators, offers instrumentation
that’s rugged and carefully calibrated to withstand the most severe industrial, process or OEM service.
Our diaphragm seals are available in a variety of metal housing materials and process connection sizes
to fit most requirements.

Series DS/DV/DT
Max. Pressure/Temperature Limits: Vacuum thru 2300 psi to 100°F, 
1500psi to 200°F, 600 psi to 400°F.
Top Housing: 1/4" or 1/2" NPT (304S.S. standard)
Diaphragm: 316 L S.S. welded, Viton* or Teflon**
Nuts and Bolts: Stainless Steel
Lower Housing: 1/4" thru 1" NPT
* Viton is furnished for Vacuum, 30 psi and Compound 30­0­15psi ranges.

** Teflon is available for ranges to 200 psi.
Ranges 0­30” HG, 30­0­15 psi, 30­0­30 psi. Silicone Filling only.

Ordering Code: ___ ­DS____­___        DS=316SS      Ex: 25­DS12­50
A ­DV B C  D  DV=Viton

­DT DT=Teflon

A. Top Connection B. Flushing/No Flushing C. Lower Housing Mat'l D. Process Conn.
25 = 1/4" NPT 0 = No flushing conn.
50 = 1/2" NPT 1 = Flushing conn.

LIQUID FILLINGS: Food­Grade Glycerine • Silicone DC200

2 = 316SS 25 =1/4" NPT
50 =1/2" NPT
75 =3/4" NPT
10 =  1"  NPT

The Series MD/MN is a compact, lightweight, economical diaphragm seal. The upper and lower housing,
as well as the diaphragm, are type 316 stainless steel ­ all welded together making a one piece integral
unit, ideally suited for those applications where space is a factor.
The use of a hermetically sealed, liquid filled pressure gauge in conjunction with either a MD or MN seal
protects the indicating gauge from both the process medium and atmospheric conditions, as well as
reduces pointer fluctuations due to vibration and pulsation.

Series MD Series MN
Opr. Pressure: 60 psi thru 1000 psi Opr. Pressure: 100 psi thru 1000 psi
(minimum scale range 0­100 psi) (minimum scale range 0­200 psi)
Temperature Limits: ­5 to 300°F Temperature Limits: ­5 to 300°F
Top Connection: 1/4" or 1/2" NPT Top Connection: 1/4" NPT
Process Connection: 1/4",1/2" or  Process Connection: 
3/4" NPT 1/4" or 1/2" NPT
Ordering Code: ___­MDN2­___  Ordering Code: 25­MNN2­___

A B X 
Ex: 25­MDN2­50 Ex: 25­MNN2­ 25

A. Top Connection B. Process Conn. X. Process Connection

25 = 1/4" NP 25 = 1/4" NPT 25 = 1/4" NPT

50 = 1/2" NPT 50 = 1/2" NPT 50 = 1/2" NPT

75 = 3/4" NPT

REMOTE MOUNTING: Stainless Steel Plain Seamless or Armored Capillary with Stainless Steel Fittings can be provided for remote mounted applications.
Fittings are available in 1/4" or 1/2" NPT. 11



GAUGE ACCESSORIES

SYPHONS

CAT. GNITARLAIRETAM  EZIS.ON
SY-14S 1/4" NPTM x 1/4" NPTM Iron 300 psi & 300°F
SY-14B 1/4" NPTM x 1/4" NPTM Brass 400 psi & 300°F
SY-14SS304                   1/4" NPTM x 1/4" NPTM 304SS 430 psi & 800°F
SY-14SS316                   1/4" NPTM x 1/4" NPTM 316SS 450 psi & 800°F
ASY-14S 1/4" NPTM x 1/4" NPTM Iron (Angle) 300 psi & 300°F
ASY-14B 1/4" NPTM x 1/4" NPTM Brass (Angle) 400 psi & 300°F

All Syphons Schedule 40. Schedule 80 available on request.

NEEDLE VALVES

GNITARLAIRETAM  EZIS.ON.TAC
25NVBR 1/4" NPTF X 1/4" NPTF Brass 600 psi & 300°F
25NVSS 1/4" NPTF X 1/4" NPTF 304S.S. 4000 psi & 150°F

BRASS GAUGE COCKS

GNITARLAIRETAM  EZIS.ON.TAC
TC-14 1/4" NPTF x 1/4" NPTF Brass 200 psi Hydraulic
MTC-14       1/4" NPTF x 1/4" NPTM Brass 200 psi Hydraulic
LC-14 1/4" NPTF x 1/4" NPTF Brass 200 psi Hydraulic
LC-12 1/2" NPTF x 1/2" NPTF Brass 200 psi Hydraulic

FORGED BRASS COCKS

CA GNITARLAIRETAM  EZIS.ON.T
BTC-14 1/4" NPTF x 1/4" NPTF Brass 200 psi Hydraulic

CHROME PLATED BRASS BALL VALVES

GNITARLAIRETAM  EZIS.ON.TAC
BV25 1/4" NPTF x 1/4" NPTF Chrome Plated Brass 450 psi & 250°F
MBV25 1/4" NPTF x 1/4" NPTM Chrome Plated Brass 450 psi & 250°F
BV50       1/2" NPTF x 1/2" NPTF        Chrome Plated Brass 450 psi & 250°F

WEISS INSTRUMENTS, INC.
905 WAVERLYAVE., HOLTSVILLE, NY 11742
TEL:  631-207-1200    •    FAX: 631.207.0900

www.weissinstruments.com

Old World Craftsmanship . . . . New World Technology
Since 1882  •  Celebrating 128 Years

PRESSURE SNUBBERS

CAT. NO. DESCRIPTION MATERIAL PSI RATING AT 70°F
isp 005,1ssarBTPN "4/152-B-NSP
isp 005,1ssarBTPN "2/105-B-NSP
isp 005,1.S.S303TPN "4/152-S-NSP
isp 005,1.S.S303TPN "2/105-S-NSP




