












Wells should be used on all pressurized applications, to protect the stem of the thermometer from corrosion and physical damage and to facilitate removal of the thermometer 
without disturbing the process.

FAHRENHEIT     FIG. INTERVAL SCALE DIV.         CELSIUS      FIG. INTERVAL SCALE DIV.         DUAL SCALE - F&C
-80/0/120 20° 2° -50/0/50 10° 1° -80/0/120F   -60/0/50C
-20/0/120 20° 2° **0/50 5° 1/2° -20/0/120F   -30/0/50C
**30/130 10° 1° 0/100 10° 1° **30/130F          0/55C

0/200 20° 2° 0/150 10° 1° 0/200F    -15/0/90C
0/250 20° 2° 0/200 20° 2° 0/250F   -20/0/120C

50/300 20° 2° 0/300 50° 2° 50/300F       10/150C
50/400 50° 5° *0/450 50° 5° 50/400F       10/200C
50/550 50° 5° •*100/550 50° 5° 50/550F       10/260C

*100/800 100° 10° *100/800F 40/425C
•*200/1 0 0 0 1 0 0 ° 1 0 ° •*200/1000F      100/540C
• Satisfactory for continuous service up to 800°F or 425°C. Can be used for intermittent service from 800-1000°F or 425-5 0 0 ° C .
* Minimum stem length for these Ranges is 4". * * Minimum stem length is 4" Straight and Vari-angle Form.

EXT TH’D CAT NO. STEM LGTH.      INSERT LGTH.     SHANK DIA.
P A U Q

* B25 2 1/2 1 –
* B35 4 2 1/2 3/4

BR6 6 4 1/2 3/4
BR9 9 7 1/2 3/4
BR12 12 10 1/2 3/4
BR15 15 13 1/2 3/4
BR18 18 16 1/2 3/4
BR24 24 22 1/2 3/4

B35 4 2 1/2 3/4
BR6 6 4 1/2 3/4
BR9 9 7 1/2 3/4
BR12 12 10 1/2 3/4
BR15 15 13 1/2 3/4
BR18 18 16 1/2 3/4
BR24 24 22 1/2 3/4

3/4" NPT

1" NPT

*1/2" NPT Available

EXT TH’D CAT NO.         STEM LGTH.      INSERT LGTH.    LAG EXT.   SHANK DIA.
P A U T Q

BSS35 4 1 1/2 1 3/4      3/4
BN6 6 2 1/2 2 3/4
BN9 9 4 1/2                 3 3/4
BN12 12 7 1/2 3 3/4
BN15 15 10 1/2 3 3/4
BN18 18 13 1/2 3 3/4
BN24 24 19 1/2 3 3/4

BSS35 4 1 1/2 1 3/4      7/8
BN6 6 2 1/2 2 7/8
BN9 9 4 1/2                 3 7/8
BN12 12 7 1/2 3 7/8
BN15 15 10 1/2 3 7/8
BN18 18 13 1/2 3 7/8
BN24 24 19 1/2 3 7/8

3/4" NPT

1" NPT

BF3 Flange

Separable Socket - Series 3 & 5"

Also available with Fixed Extension Neck - Cat. No. BF3-2




